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How to Change the iTERA HA Replication IP Address

Before you begin, record the following:
• The node code of the node on which the IP address will be changed.
   (Node Code field in the 30.21 screen.)
• The system name of all nodes. (This is the Node ID field in 30.21.)
• The old IP address (does not need to be active). (This is the Interface IP
   1 field in the 30.21 screen.)
• The new IP address (must be active).

IMPORTANT
You should only change the IP address on one system at a time.
Changing the IP address on more than one node at the same time
will result in additional steps.

1. Sign on to all nodes using the iTERA Admin profile.
2. End the iTERA subsystems (E2ENDSBS) on all nodes.
3. On the system(s) that are not being changed, ping the new IP address to
     verify that you can connect (PING 'XXX.XXX.XXX.XXX').
4. On the system on which you are changing the IP address, run the Ping,
    FTP, and DDM Test (30.7) to each of the other nodes. Leave the system
    name blank and enter the “to” and “from” IP addresses.
5. On the system(s) on which you are not changing the IP address, run the
Ping, FTP, and DDM Test (30.7) to the other node(s). Leave the system
name blank and enter the “to” and “from” IP addresses.
6. On the node on which the IP address is being changed, select the Set up
and Manage Environments menu (30.21). The Cluster and Node
Maintenance screen is displayed.
    a. Enter option 2=Change Node on the node being changed and press
        Enter.
    b. Change the IP address, press Enter, and then press F3=Exit.
    c. Enter the TCP Interface Mapping screen (30.22).
    d. Press F14=HA IP Interfaces.
    e. Press F3=Exit twice.
7. If the old IP address is going to remain active on a backup node, you will
need to inactivate the remote journaling to allow the new IP address to
take effect. On the primary, enter the Remote Journal Maintenance screen
(3.3), then select option 14=Inactivate Remote Journal for all journals.
8. On the node(s) on which the IP address did not change:
    a. Select menu option 30.3 (WRKRDBDIRE), and look for the Node Code
        for the system that is being changed. Use option 2 to Change the RDB
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        entry and input the new IP address. Press Enter, then F3 to Exit.
    b. Delete the DDM files on the nodes on which the IP addresses are not
        being changed (WRKDDMF E2* option 4 and WRKDDMF E* option 4
        on the node names only). If you find any DDM file locked, sign off
        and back on then try again.
    c. Rebuild the DDM Files (E2CRTDDMF).
    d. Verify that the DDM files have been rebuilt with the correct IP
        (WRKDDMF E*)

NOTE
You are only concerned that the old IP address has been changed to
the new IP address. You may have more than one IP address listed.

Configure TCP/IP to ensure all jobs use the correct local IP interface.
Using this configuration methodology will minimize communication
problems when performing a role swap.  If the iTERA IP interface and
 the user’s IP interface are on the same subnet,  there is no guarantee
which IP interface will be used when leaving the local system. The
IBM i OS/400 TCP/IP stack software determines which route to
use for the local IP interface. If the user’s IP interface is ended as part of the
switch process and iTERA jobs are using that IP interface, communication
problems will result.  IBM and Vision highly recommend that the iTERA
IP interface be on a different subnet than the user's IP interface. This
should be done on all systems involved. This guarantees that iTERA
will use the desired interface for the local system. This is the best
and easiest solution.

If the source and target systems are on different subnets, you can configure a
host route that has a preferred binding interface. IBM calls this parameter
'PREFERRED' because it is not guaranteed to be the interface that is used for
the local system. The following is a sample configuration. The source and
target systems are on different subnets. The user IP interface is 10.1.1.1, the
source iTERA IP interface is 10.1.1.2, and the target iTERA IP interface is
192.168.1.2. All addresses have a subnet mask of 255.255.255.0.
On the source system, add a host specific IP route:
ADDTCPRTE RTEDEST('192.168.1.2')
SUBNETMASK(*HOST)
NEXTHOP('10.1.1.250') (local router's address)
BINDIFC('10.1.1.2')
On the target system, add a host specific IP route:
ADDTCPRTE RTEDEST('10.1.1.2')
SUBNETMASK(*HOST)
NEXTHOP('192.168.1.250') (local router's address)
BINDIFC('192.168.1.2')
Chapter 10: IP Address Changes
80 iTERA HA v6.0 Advanced Features Guide

NOTE
You will also need to configure routers, which is beyond the scope of
this document. If you need assistance configuring IP interfaces on
different subnets or configuring routes within the IBM i or routers,
please contact the appropriate vendor.

If the source and target systems are on the same subnet, they have a direct
route. By default, a host route will not take precedence over a direct route. In
this case, you need to configure a Schowler route. The use of Schowler routes
on the iSeries allows the local outbound traffic to be controlled on a system
where multiple IP interfaces are configured on the same subnet. The following
are benefits of using Schowler routes:
• Load balancing for local IP traffic
• Prioritization of one local route over another
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• Host routes will now take precedence over direct routes
More information can be found in IBM Software Technical Document
30385736, Schowler Routes on the IBM® iSeries™.
If you need assistance configuring Schowler routes, please contact IBM.

Verify Connectivity
1. Run the Ping, FTP, and DDM Test (30.7) for each node to all other nodes
using only the system name.
2. Start the iTERA subsystems and make sure they are OK (E2STRSBS;
target first, then primary).
3. Check the System Monitor (primary, 1.1).
4. Refresh the System Monitor (primary, 1.1 F10). The Journal Entries Not
Applied field should be decreasing. The status for local and remote
journals, apply jobs, and network/subsystem active should all be YES.
5. Check the Apply jobs (backup 3.4) to make sure they are running or in
EVWT status.

How to Change the User or Takeover IP Address

NOTE
The Takeover IP address should be changed on the primary only.
______________________________________________________
1. On the primary, select the Set up and Manage Environments menu
(30.21). The Cluster and Node Maintenance screen is displayed.
2. Select F7=Resource Groups.
3. Select option 2=Change Set on the desired CRG.
4. Select F7=TCP/IP Mapping.
5. Locate the IP address that you want to use (only defined IP addresses will
be displayed).
6. Select option 6=Build Map for IP Address on the IP address.
a. Enter the name of the map (any name will do).
b. Enter the description of the map.
c. If desired, you may change the other settings except HA Managed IP
Takeover, Preferred Primary Status, and Preferred Primary Autostart.
d. Press Enter.
7. Select option 1=Set Main Map on the IP address you built the map for.
8. Press Enter, then F3 to return to the Resource Group screen.
9. Verify that the IP address is displayed in the Main Takeover Map field.
10. Press F3 twice to exit.
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